http://wwweng.uwyo.edu/electrical/faculty/barrett/68hc12/EE4390_L19-22.pdf
http://www.ecse.rpi.edu/Courses/CStudio/hc12/sampleprograms/
http://mywebpages.comcast.net/ThuanTran/technology/temperature_sensor.pdf

http://www.engin.umich.edu/labs/EAST/@home/Code/Microcontroller/lcd.c
http://moi.unl.edu/classes/ee222F05/handouts/serial_ports.pdf
http://moi.unl.edu/classes/ee222F05/handouts/keypad.pdf
http://iweb.tntech.edu/hexb/312s06/lectures/Lec7-2.pp
http://www.add.ece.ufl.edu/4744/

http://www.add.ece.ufl.edu/4744/
recherche sur GOOGLE : lcd 4 bit 68hc12

Timer du 68HC12
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Mesurer la période d’un signal périodique : on capture le temps qui s’écoule entre deux événements, ici il s’agit de deux fronts montant.
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REG_BASE = $0000 
TMSK1 = $8C 

TMSK2 = $8D 

TCTL4 = $8B 

TIOS = $80 

TC2H = $94 

TSCR = $86 

TFLG1 = $8E 

TCNT = $84 

TMSK2_IN = $02 ;disable TOI, prescale=4

TCTL4_IN = $10 ;config IC2 for rising edge

TIOS_IN = $00 ;select ch2 for IC

TSCR_IN = $80 ;enable timer, normal flag clr

CLR_CH2 = $04 ;mask to clr ch 2 flag

ORG CODE 

FRONT_1 
FDB




; réserver un mot 
PERIODE
FDB 




; réserver un mot 
MAIN

BSR 

TIMER_INIT

; initialisation du timer
BSR

MES_PER 

; mesure la période
FIN
 
BSA

FIN 


; reboucler
;---------------------------------------------------------------
; Routine  TIMER_INIT:   permet d’initialiser  IC2

;---------------------------------------------------------------
TIMER_INIT
CLR 

TMSK1

; désactive l’interruption
LDX 

#REG_BASE 

; load register base to X

LDAA

#TMSK2_IN 

; load TMSK2 using index addr

STAA 

TMSK2,X 

; 

LDAA 
#TCTL4_IN 

; 

STAA 

TCTL4,X 

;

LDAA 
#TIOS_IN 

; selection de IC2
STAA 

TIOS,X 

;

LDAA 
#TSCR_IN 

; conf IC2 for rising edge

STAA 

TSCR_IN,X 

; timer=actif et flag=0
RTS 




; fin sous-programme
;----------------------------------------

; Routine MES_PER

;----------------------------------------

MES_PER
LDAA

#CLR_CH2 


; efface le flag de IC2

STAA

TFLG1,X

WTFLG
BRCLR
TFLG1,X,#$04,WTFLG
; attendre le premier front
LDD

TCNT,X 


; 
STD

EDGE_1 


; stocke le compteur lors du départ
LDAA

#CLR_CH2


; efface le flag de IC2
STAA

TFLG1,X
WTFLG1
BRCLR
TFLG1,X,#$04,WTFLG1
; attendre le deuxième front
LDD

TCNT,X


; 
SUBD

EDGE_1


; calcule la période (soustraction)
STD

PERIOD


; stocke le résultat 
RTS
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OUTPUT COMPARE
Grâce au canal OC2, nous allons générer un signal carré de 1000Hz possédant un rapport cyclique de 0.5.

En utilisant un quartz de 8Mhz (ECLK), on obtient en sortie du pré-diviseur par 4 une fréquence de fonctionnement de 2Mhz. Ce qui correspond à une période T=0.5µs.
Ainsi,  pour avoir une période de 1000Hz, il faut 2000 impulsions ayant une durée de 0.5µs.
Soit : 1000 impulsions pour l’état bas

         1000 impulsions pour l’état haut


1000d = $3E8
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TMSK1 = $008C 

TMSK2 = $008D 

TCTL2 = $0089 

TIOS = $0080 

TC2H = $0094

TSCR = $0086

TFLG1 = $008E 

TMSK2_IN = $02 ;disable TOI, prescale=4

TCTL2_IN = $10 ;initialize OC2 toggle

TIOS_IN = $04 ;select ch2 for OC

TSCR_IN = $80 ;enable timer, normal flag clr
ORG CODE 

MAIN

BSR 

TIMER_INIT

; initialisation du timer
BOUCLE
BSR

CARRE 

; générateur de signal

 
BRA

BOUCLE

; reboucler
;-----------------------------------------------

; Routine TIMER_INIT:  Initialise OC2;

;-----------------------------------------------

TIMER_INIT
CLR 

TMSK1


; désactive l’interruption

MOVB #TMSK2_IN,TMSK2 

; disable ovf, prescale=4
MOVB #TCTL2_IN,TCTL2 

; OC2 toggle on compare
MOVB #TIOS_IN,TIOS 


; select ch 2 for OC
MOVW #$03E8,TC2H 


; load TC2 with initial comp
MOVB #TSCR_IN,TSCR 


; enable timer, standard flag clr4
RTS 





; 
;-------------------
: Efface le flag
;-------------------
;Clear C2F flag by reading TFLG1 when C2F set and then writing 1 to C2F

CLEARFLG
LDAA TFLG1


;To clear OC2 flag, read flag first

ORAA #$04 



;then write ``1'' to it

STAA TFLG1

RTS
;---------------------------------------------
; Routine : signal carré (square wave)
;---------------------------------------------
CARRE
BRCLR TFLG1,#$04,SQ_WAVE 

;Poll for C2F Flag

LDD TC2H 




;load value from TC2 reg

ADDD #$03E8 



;add hex value high count

STD 
TC2H 




;set up next transition time

BRA
CLEARFLG 



;generate repetitive signal

RTS
/* This file will generate a precision square wave. It will have a

* frequency of 519 Hz and a duty cycle of 77%. It will use output

* compare channel two (OC2) to generate the signal.

*/

#include <hc12.h>

void timer_init(void);

void half_cycle(unsigned int time);
void main(void)
{

unsigned int high_time = 2968; // number of clock cycles for signal to

// be high

unsigned int low_time = 886; // number of clock cycles for signal to

// be low

timer_init(); // initialize timer and registers

half_cycle(low_time);

while(1)
        { half_cycle(high_time); // generate high portion of signal

                       half_cycle(low_time); // generate low portion of signal

                    }

}
/* Function: timer_init This function will initialize the timer to use

output compare channel two (OC2) and toggle. */

void timer_init(void)
{

CLKCTL = 0x02; // Set MCLK to 2 MHz

// Sets CPU clock ($0047)

TMSK1 = 0x00; // Disable interrupts

TMSK2 = 0x00;

TIOS = 0x04; // Set Ch 2 to output comp

TSCR = 0x80; // Enable the timer

TCTL2 = 0x10;

TFLG1 = 0x04; // Clear all flags

TC2 = TCNT;

}
/* Function: half_cycle This function will generate either the high or

low portion of the output compare wave. It needs to have the

desired time for the portion of the wave passed to it. */

void half_cycle(unsigned int time){

TC2 += time; // Update timer register

while((TFLG1 && 0x04)==0)

{

;

}

TFLG1 = 0x04; // Clear flag

}
